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Perfection and the Super “400” are synonymous. In the creation of this inspirational instru- 
ment Gibson has achieved the superlative in guitars, and ownership of the Super “400” 
means unlimited enjoyment—and real pride of possession. 


The Super 400” is a perfectly balanced guitar .. . in pitch, quality and voicing. The 
woods used in its manufacture are the finest to be found—beautiful curly and burl maple, 
choice fine grained white spruce—hand rubbed and finished to polished perfection. 


Body size is 18” wide and 21%” long. Top is eastern spruce, back, rim and neck of figured 
northern maple, fingerboard of ebony. 


The Regular Finish is of beautiful Cremona brown with golden sunburst shading on top, 
rim, neck and back; and the Super “400” is also available in a breath-taking Natural Finish. 


The top, back, fingerrest, fingerboard, “f” holes and peghead are set with attractive 
binding of alternate black and white. Metal parts are heavily gold plated and hand 
engraved. Fingerboard and peghead have genuine pearl inlays of attractive design. The 
Super “400” is equipped with Gibson Vari-Tone Control and with Kluson “Seal-Fast” 
individual machine heads with pearl buttons. These machineheads carry a five-year guarantee. 


The famous and exclusive Gibson Adjustable Truss Rod neck construction is, of course, a 
feature of this fine instrument. 


Today, as for many years, the L-5 is an exceedingly popular orchestra guitar—the choice of 
the most critical artists. Those who value consistent peak performance and full, melodious 
tone, know they can depend on this instrument as a worthy partner. 


The body size of the L-5 is 17” wide and 21” long. Beautiful, figured curly maple is used 
for back, rim and neck, while the top is of the finest spruce. Fingerboard is of ebony. 

The L-5 is available with the traditional Cremona brown finish, with golden sunburst 
shading on top, rim, neck and back, or in the superb Natural Finish, hand rubbed to a 
gleaming lustre. 

The top edges of the body, fingerboard, fingerrest and peghead are bound with rich 
5-ply alternate black and white binding and 3-ply white-black-white binding is used on the 
bottom edges. Both peghead and fingerboard are inlaid with genuine pearl. 

An outstanding feature of the L-5 is the heavy, non-vibrating tailpiece of modernistic gold 
and silver, engraved and bumished. The fingerrest is of brown celluloid and the rosewood 
bridge is adjustable. White ivoroid makes an attractive binding for the sound holes. 

The gold-plated Kluson “Seal-Fast” individual machine heads have pearl buttons, and 
the L-4 is also equipped with the Gibson Vari-Tone Control, white end pin, side position dots 
and 20 frets. 

In addition, the exclusive Gibson Adjustable Truss Rod Neck construction is used for this 
famous instrument. 


THE L-7 CARVED TOP 


Popular for use in orchestra work, the L-7 has an unusually 
rich tone with sufficient power to maintain a dominant rhythm 
when necessary. Its outstanding appearance is due to the 
beautiful Gibson fittings, finish and trimming—and perfection 
of all construction details. 

The body size of the L-7 is 17” wide and 21” long and it is 
made of northern maple for back and rim, genuine air sea- 
soned spruce for the top, mahogany for the neck and a 


rosewood fingerboard. 


This carved top guitar is available with regular Chocolate 
Brown Finish with golden sunburst shading, or in the attractive 
Natural Finish. Fingerboard and peghead are inlaid with 
pearl designs; top bound with black and white ivoroid; 
bottom edges of body, peghead, fingerboard 
and fingerrest are bound with white ivoroid. 


Fittings include elevated brown celluloid 


fingerrest, side position marks, rosewood 
adjustable bridge, nickel plated individ- 
ual machine heads, new design exten- 
sion tailpiece, 20 frets, and white 
end pin. 

The exclusive Gibson Adjustable 
Truss Rod neck construction is also 


used on the L-7 carved top guitar. 


THE L-50 CARVED TOP 


This Grand Auditorium size guitar offers new tone coloring and 
brilliance and boasts a notable record of achievement for 
its dependability and workmanship. 

The L-50 body size is 16%” wide and 20%” long. 
Carefully selected fine grain spruce is used for the top, 
northern maple for the back and rim, and mahogany 
is used for the neck of this instrument. The finger- 
board is of rosewood with large pearl inlays. 


White ivoroid adds decorative accents as bind- 
ing on the top and bottom edges of the body 
and on the fingerboard. The brown grained 
fingerrest, too, is bound with white ivoroid. 


Other fittings on the L-50 include rose- 
wood adjustable bridge; white end pin; 
individual machine heads with white but- 
tons; side position marks; 19 frets; 
newly designed nickel tailpiece, and 
the exclusive Gibson Adjustable 
Truss Rod neck construction, 


J-45 JUMBO FLAT TOP GUITAR 


Gibson tone perfection is a highlight of this fine flat top guitar. 
A new type of bracing and construction is used on the inside 
of the body, and it has been scientifically designed to bring 
out new brilliant tonal qualities. 

Body size of the J-45 is 16” wide and 20%” long. The depth 
at the end pin is 4%’. Finest selected mahogany is used for 
back, rim and neck and the top is of eastern spruce. The rose- 
wood fingerboard has 19 frets, 14 of which are clear of the body. 
The rich dark brown finish has golden sunburst shading. 

New beauty is added to the J-45 by the redesigned peg- 
head and the new rounded French heel where the neck joins 
the body, and which makes the guitar easier to play in the 
higher register and gives added strength to the neck-and-body 
joint. The new small neck with rounded side edges feels ex- 
tremely comfortable to the left hand. 

White ivoroid is used to bind the top and bottom edges of 
the body and extra plies of alternating black and white pur- 
fling are used around the sound hole. The bridge of the J-45 
is bolted and glued on to eliminate bridge trouble and it has 
an offset bridge saddle. The attractive pick-guard is large 
enough for top projection, but not too large to mute tone or 
interfere with resonance. This instrument, foo, has the exclusive 
Gibson Adjustable Rod neck construction. 


SOUTHERNER JUMBO 
FLAT TOP GUITAR 


This model has been built for the player desiring a deep, 
brilliant tone guitar at a moderate price. Body size of the 
Southerner Jumbo is 16” wide and 20%” long and depth 
at end pinis 414”. Eastern spruce is used for the top and selected 
mahogany for back, rim and neck. The best quality rosewood 
is used for the fingerboard which has large pearl inlays. It 
is finished in dark red mahogany with golden sunburst shading 
on the top. 


The top of the Southerner Jumbo is bound with 7-ply alternate 
black and white celluloid and 5-ply is used for the back. The 
fingerboard has white celluloid binding, and the sound hole is 
bound with 9-ply alternate black and white celluloid. Marquetry 
is inlaid the entire length of the back. 


Other, fittings include white bone nut, side position marks, 
white end pin, fine quality individual machine heads and, of 


course, the Gibson Adjustable Truss Rod neck construction. 


LG-2 FLAT TOP GUITAR 


Completely new and different bracing and inside con- 
struction, along with an extra deep body for this width 
instrument, gives the right cubic air content to produce a 
deep mellow quality of tone with extra power and 
resonance. 


Body size of the LG-2 is 14%” wide and 1914” long. 
Depth at the end pin is 444’. Fine quality spruce is used 
for the top, and mahogany is used for back, neck and rim. 
The rosewood fingerboard has round pearl position dots. 


An unusual and valuable feature of the LG-2 is the 
beveled edge of the fingerboard which gives unbelievable 
playing ease. The small neck adds to this feeling of ease. 
Of the 19 frets, 14 are clear of the body. 


The deep red mahogany on back, rim and neck is 
highlighted by the bright golden sunburst shading on the 
top which blends into the surrounding brown finish. White 
ivoroid binds the top and bottom edges of the body and 
alternate white-black-white purfling is used around the 
soundhole. The LG-2 is equipped with the exclusive 
Gibson Adjustable Truss rod neck construction. 


A-50 MANDOLIN 


Experimentation and testing produced this unusual 
instrument... with an unbelievable strength of volume. 


Tone beauty is enhanced and the treble has a clear 
bell-like brilliance. All of the Gibson features of 
superior quality and meticulous craftsmanship make 


this an outstanding instrument. 


Body size of the A-50 is 104” wide and 13%” 
long. Back and rim are of maple, and spruce is used 
for the top; neck is of mahogany, and fingerboard 
of rosewood. This mandolin has a shaded Cremona 
brown finish with sunburst highlights on top, back and 
rim; shaded neck and peghead. 


White ivoroid is used as binding around top and 
bottom edges of the body and fingerboard; the 
‘ fingerboard has round pearl dots and the peghead 
{ is inlaid with pearl. An elevated brown celluloid 
fingerrest, 20 frets, adjustable bridge and the exclu- 
sive Gibson Adjustable Truss Rod neck construction 


are other A-50 features. 


GIBSON ELECTRIC SPANISH GUITARS 


THE ES-300 ELECTRIC SPANISH GUITAR 


Ideal for advanced and professional players, the ES-300 
combines rare beauty with unsurpassed tone and brilliance, 


and easy response. 


Equipped with the new Gibson adjustable pickup unit, fea- 
turing Alnico magnets, for individual tone adjustment of ecch 
string, better balance is assured for clear singing treble and 
deep booming bass. This instrument was specially designed 
for electronic amplification ... the pickup is placed to avoid 
interference with the performer's playing position. 


Same size as the famed L-5, the body of the ES-300 is 17” 
wide and 21” long. The carefully selected top, rim and 
streamlined neck are of beautifully figured curly maple. 


The Natural Finish, as photographed, highlights the specially 
selected woods, while the Regular Finish has a rich golden 
sunburst shaded tone, rim, neck and back with Cremona 
brown finish. 


THE ES-150 ELECTRIC SPANISH GUITAR 


Here is an instrument whose brilliant tone, quick response and 
new adjustable features make it a favorite Gibson among all 


guitarists. 


The ES-150 is a real professional guitar with an adjustable 
pickup unit, featuring Alnico magnets, and the result is better 
balance of tone. Specially designed for electronic amplifica- 
tion, this instrument has its pickup unit placed. so as not to in- 
terfere with the player’s natural playing position. 


The body of the ES-150 is 17” wide and 21” long—the 
same size and shape as the L-5. This guitar features the fa- 
mous Gibson streamlined neck with easy playing action for 
instant response, and in every respect is equipped with parts 
of the finest quality. Top grade maple is used for the top, 
back and rim and the Gibson regular dark brown finish is 
highlighted’ on the top by rich golden sunburst shading. 


THE ES-125 ELECTRIC SPANISH GUITAR 


An entirely new streamlined design fectures a combination of Gibson quality and workmanship to give the 
ES-125 outstanding beauty and performence. The special pickup unit, with Alnico magnets, offers clear ampli- 
fication usually found only in higher priced models. Finest parts and most carefully selected woods are used in 
the ES-125, which has a large cuditorium size body 16%4” wide by 20%” long, the Gibson streamlined neck 
and attactively inlaid fingerboard. 


GIBSON STRINGS 


GUITAR—Ball Ends 


Doz, Gross 
232 E or 4st, silvered steel...... 5 $4.35 $15.39 
233. B or 2nd, silvered steel. g * 4.35. -.0+ 15,39 
234 B or 2nd; wound on steel... . 1.95.0... 22.23 
239 G or 3rd, silvered steel meets 4.35 15.39 
235 G or 3rd, wound on steel : 2.05 nena 23,39. 
236 D or 4th, wound on steel. 2A15..... 24.54 
237 A or 5th, wound on steel. 2.85 32.49 
238 E or 6th, wound on steel. 3.90.. AAC 


240 Set of guitar, plain second. . 
241 Set of guitar, wound secon 


BRONZE GUITAR—Ball Ends 


132 E or 1st, silvered steel... 
433 B or 9nd, silvered steel. 
134 B or 2nd, wound on steel. . 
139 Gor 3rd, silvered steel. 

135 Gor 3rd, wound on steel. 
136 D or 4th, wound on steel. 
137 A or 5th, wound on steel 
138 E or 6th, wound on steel. 


140. Set of guitar, plain second........ 
441 Sot of guitar, wound secon: 


GUITAR—JUMBO HEAVY GAUGE—3Sall Ends 


Doz. Gross 
2320 E or 4st, silvered steel $1.35 ely 39 
2330 _B or 2nd, silvered steel. 145.0... 16.53 


2340 Boor Ind, wound on steel aeeny 1.95..... 29.93 


2350 G or 3rd, wound on steel 2.15..... 24.51 
2390 G or 3rd, silvered steel. ‘ cine TASH 5 GF 
2360. D or 4th, wound on steel cess $30....2 26.98 
2370 A or 5th, wound on steel py + 995.0005 33.63 
9380 E or 6th, wound on steel. . 1) 4.00..... 45.60 

Per Set Doz. Set 
2385 Set of guitar, plain second.. 7 17.67 
9386 Set of guitar, wound second. » 18.19 


HAWAIIAN GUITAR—HEAVY GAUGE—Ball Ends 


Gross 
242 Eor 1st,silvered steel... $15.39 
243° C# or 2nd, silyered steel TiIicanee Wee 
443 B or 2nd. silvered steel petceereyeneas TBD cece 15.39 
244 A or 3rd, silvered steel....--- 2... --- VAS. 0.2. 16.53 
249 A or 3rd, wound on steel Se 2.05 93.39 
444 G# or 3rd, silvered steel ......... ee 45a aes 16.53 
245. E or 4th, wound on steel. ; 2.30... 26.22 
448 D or 5th, wound on steel...... 2.95 33.63 
449 C# or 5th, wound on steel a » 2.95..... 33.63 
246 A or Sth, wound on steel-.-...-.-- + 2.95.. 33.63 
447 B or 6th, wound on steel... . 4.00. 45.60 
247 Eor 6th, wound on steel...-... 0.00055 4.00... 45.60 
“Pee Set Dex, Set 
248 Set for A tuzing......- aR Beas + 1.38, 15.39 
452. Set for High Bass tun peters: WBS 15.39 
450 Set for ETth tuning (with Béth).-.......-.. 1.35..... 15.39 
A951. Set for E7th tuning (with Eoth)............ 1.35..... 15.39 

TENOR GUITAR—Ball Ends 

Doz. Gross 
A455 A or 1st, silvered steel $1.35...,.$15.39 
456 Dor 2nd, silvered steel... 0... eee 1.35. 15.39 
457 G or 3rd, wound on steel....- 2.05. 23.39 
458 Cor 4th, wound on steel.. 9.30. 96.92 
Per Set Doz. Set 
459. Set of Tenor Guitar........... Scare ear BO eves 1.98 

TENOR BANJO—Loop Ends 

Doz. Gross 
545 A or 1st, silvered steel.........- sttven se: $1,350 0.6. $15,39 
546 D or 2nd, silvered steel. - ive Asdouene 15.39 
547 G or 3rd, wound on steel. 2.05..... 23.39 
548 Cor'4th, wound on steel.....-. 0-0-0000 BOs re. 2682 
PerSet Dor. Set 
549 Set of Tenor Banjo.....--.-.. 020 eres MOL. 7,98 


PLECTRUM AND 5 STRING BANJO—Loop Ends 
Gross 


565 D*or 1st, silvered steel. 1815. 39 


566 B or 2nd, silvered steel 15.39 
572 Gor ard silvered steel - 15.39 
567 G or 3rd, wound on sel. + 23:39 
568 Cor 4th, wound on steel. + 26.99 
569 G or 5th, silvered steel...... 15.39 


PLECTRUM and 5 STRING BANJO—Loop Ends (conf.} 


570 
564 
573 
571 


Per Set Doz. Set 


Set of Plectrum Banjo, pid) ce) a sWerese TB 
Set of Plectrum Banjo, wound 3rd... 15. 8.55 
Set of 5 String Banjo, plain 3rd 180.2... 9.10 
Set of 5 String Banjo, wound 3rd..........  85..... 9.69 


MANDOLIN AND MANDOLIN BANJO—Loop Ends 


Doz. Gross 
E or 1st, silvered steel.... $4.35 $15.39 
or Ind, silvered steel. 4.35.0... 15.39 
D or 3rd, wound on steel 1.80 20.59 
G or 4th, wound on steel... Q15..... 24.54 
Per Set Doz. Set 
Set of Mandolin (8) Strings... . Meedine- he eRene 14.30 


MANDOLA—Loop Ends 


Doz. 
A or 1st, silvered steel. . $1.35. 
D or Qnd, wound on sieel...--... ee 0e ees 1.956. 
G or 3rd, wound on steel....0....00.0.0.- 2.50... 
C or 4th, wound on steel... ... pegarwkt BOS on. 
Per Set 
Set of Mandola (8) Strings...... peace MaAOt as 


STEEL UKELELE, UKE-BANJO and TENOR UK E—Ball Ends 


Doz. Gross 
B or 1st, silvered steel........- seers $1.25.....915.05 
F# or 2nd, wound on steel » 5 
D or 3rd, wound on steel 
D or 3rd, wound on silk. 
A or 4th, silvered steel... 


Set of 4 Strings 
Set of 4 Strings..-..-...-+ 


STEEL VIOLIN STRINGS 


E or 1st, silvered steel—Ball end. . 
E or 1st, silvered steel—Loop end. 
E or ist, silvered steel—Loop end with 
bridge protector.. te 
A or 2nd, silvered steel—Ball end 
D or 3rd, silvered steel—Ball end 
D or 3rd, wound on steel—Ball end 
G or 4th, wound on stee!—Ball end. 


Set of Violin... 


ELECTRIC HAWAIIAN GUITAR—Ball Ends 


Gross 
A ot 1st, silvered steel. $15.39 
E or 1st, silvered steel. 15.39 
4# or Ind, silvered steel 15.39 
B or 2nd, silverad steel + 15.39 
A or 3rd, silvered steel + 15.39 
A or 3rd, wound on steel. - 23,39 
G# or 3rd, silvered steel 16.53 
E or 4th, wound on steel......- - 26.22 
D or 5th, wound on steel 33.63 
C# or Sth, wound on steal +. 33.63 
A or 5th, ‘wound on steal » 33.63 
B or 6th, wound ongteel + 45.60 
E or 6th, wound on steel . 45.60 
Doz. Set 
Set for A tuning. $15.39 
Set for High Bass + 15.39 
Bet for 71h tuning (with Beth} 15.30 
Set for E7th tuning (with Eéth) + 15.39 
ELECTRIC SPANISH GUITAR—Ball Ends 
Doz Gross 
E or 1st, silvered steel . $1.35. ats. 39 
8 or 2nd, silvered steel... sais 1.35.5 15,39 
B or Ind, wound on steel... + 1.95 29.93 
G or 3rd, silvered steel.........-..-+200. TA5.00. 16.53 
G or 3rd, wound on stee! 2.05...5= 23.39 


Dordth, woundion steel... crccrenen<n0e 230 26.22 
A or 5th, wound on sels 7 
E or 6th, wound on steel. 


Set of Guitar, plain second. 
Set of Guitar, wound second 
Set of Guitar, plain second an 


GIBSON ACCESSORIES 


GIBSON PICKS GUITAR FINGER RESTS (Pick Guards) 
Professional players know the value of using the right type 870 To fit all flat top models; brown celluloid; to 
of pick—it often is the secret of successful performance be glued on top... .... seen eee eee ea..$ .60 
and always reduces the danger of string breakage. 874 To fit all carved and flat guitars with elevated 


Gibson pick materials have been chosen on the advice of 
experts and have resulted in a line of picks to cover every 
practical need. 


fingerboard; brown celluloid; elevated; nickel 
attachments... 2+. +e eee e eee ee eee ea.. 3,00 


_ 875 Same as 874; bound with white ivoroid..ea.. 6.00 
Pick Assortment 
876 To fit carved top guitars; brown celluloid; 


211 3 Gross pick assortment (flat picks)....... $11.00 bound in white ivoroid; nickel parts; as used 
221 1 Gross pick assortment (flat picks)....... 5.00 a BAe 7:00 
216 1 Gross Hawaiian Thumb and Finger pick 
CSsOrIMent. cs cece ceesee were eumeereeee 9.00 GUITAR TRUSS ROD WRENCH 
638 Fits the truss rod in each Gibson guitar; for 
5 . . aff 
Genuine Tortoise Shell Picks er WUE. Aaeorees ee Se Saisies Hee ae ae e1-29.360 
GOO Lang@en cane cae eec-aacsices aeae per dz. .$3.00 GUITAR TAILPIECES 
SUS -Meelumisce Heals FOES Gch sEAGeRS perdz.. 2.50 981 To fit L-48, L-50 and older model guitars, ea. $3.00 
BID: Small sess sina tia timid ake per dese 82 983 To fit carved guitars such as L-7...... ea.. 6,00 
GIBSON POLISH MANDOLIN SUPPLIES 
DBO Arex Battle aie scsrin se ennie ts te gist be § .50 413. Mandolin machine heads; to fit all makes and 
588 4oz. bottle...........2-0006 box of 6.. 2.75 MOdElS. cece cere enenenene per set..$1.70 
589 Complete polishing kit; 4 oz. bottle, applying . 780 Mandolin tailpiece; to fit A-50 and standard 
cloth, polishing cloth; full directions, Every- Gibson mandolins. ......-..--.5+-+5 ea.. .50 
thing to keep instrument bright and shiny— 517 Mandolin adjustable bridge. .... +... ea.. 175 
like new. Polishing kit put up in strong, hinged, 
covered BOX... ses ceeeeecnene need ea.. 1.00 
: GENERAL SUPPLIES 
GUITAR BRIDGES 175 End Pins to fit all instruments; black molded 
. cellUloid: ewescesesaaaeccuenen per dz..$ 2.10 
: ‘ td esgabt 
528 pelustee ie eee guitars: using Pe eo aa 177. End Pins to fit all instruments; white molded 
ridge oO TOSCWOOT . ei eee te ee eee eqa.. af eMtlat ae aes easlbee. cose test aon Soe per de. 210 
525 Adjustable for all guitars using a 32” bridge 178 End Pins; large; white; to ft L-5, L-12 and 
Of rosewood... sees ee eeeeatee ees ea.. 2.00 
IZ modeles veds-anieers seams ann aivereds eqa.. 40 
882. Ror all Hat top;quitars, polished: rosewood 697 Noslip Guitar Stand; strong and solid; may 
with offset bone saddle. 1.50 . < : 5 
be used with any guitar, including L-7, L-5 
832-A Extra bone saddle to fit 832 bridge...ea..  .25 and Super 400 models............-ea-. 4.50 
397 Guitar bridge pins; white celluloid..per dz.. 1.00 530 Stand for Electric Hawaiian Guitars; ad- 
justable to maximum height of 49”, minimum 
height 30" arsarn ems sees anh mweas 13:50 


GUITAR MACHINE HEADS 


211 3ona plate, to fit all guitars; whi 


5 Case Handle—black..............-00-. 75 
1ed.. 735 


7 Case Handle-xbrown..... 


per set.... 
$-10 Pitch Pipe for Guit an. 
501 Individual, to fit all guitars; nickeled, with Bien. up esterscuitan ee oe 
white button. ....e eee ee eee eee setof 6... 2.75 S-9 Pitch Pipe for Hawaiian Guitar A tuning,ea. 75 
550 Nickel plated boxed pegs with imitation $-3. Pitch Pipe for Mandolin and Violin....ea.. .55 
pearl buttons for L-7, ES-300, ete. Individual, 
5.70 DE ARMOND CONTROLS 
120N Kluson "Seal-Fast” individual machine heads; prt 
nickel plated; imitation pearl buttons, FAG” With: Volume: Coattel. deb “i Rete VRE 
Bah Ohio ieutio seaside acaseuenar cient 32.50 Quilt sss site AREER pa earee7e3) 
120G Kluson "Seal-Fast” individual machine heads; BS Be one COMEDY Te nS eae ee ea 
gold plated; imitation pearl buttons, set of 6. 42.50 AIST PGUILOE SEN Sie eerie eS cou BS 
MHC With Volume Control for all Mandolins, ea. . 27.50 
GUITAR NECK CORDS VHC With Volume Control for Violins... .. .. ea.. 27.50 
FVC Foot Volume Control... ss seee ee eens ea.. 22.50 


305 Adjustable Neck Cord packed in individual 
BOKGS sie d cag a eee eee ee ee ea.. $1.00 TC = Tremolo Control... 2.6... ee eee eee ea.. 39.75 


GIBSON MODELS NOW IN PRODUCTION 


LG-1—Same specifications and general description 


as the LG-2 and with dark sunburst finish. 


LG-3—Natural Finish Top—same general specifi- 


cations as the LG-2 although a special 


selection of woods is used. 


pearl inlays in fingerboard and peghead; 
elevated brown celluloid fingerrest; adjust- 
able rosewood bridge; side position marks; 
20 frets; white end pin; gold plated extension 


tailpiece and Kluson individual machine 


- : heads with imitation pearl buttons; Gibson 
J-50—Natural Finish Top—same general specifi- ; ‘ 
, Adjustable Truss Rod neck construction. 
cations as Model J-45, but with a special 


L-12 PREMIER—Same as L-12 but with cut-away 
body. 


selection of woods. 


J-200 SUPER JUMBO 200—King of the Flat Tops. 


17” wide, 21” long, 4/%”’ deep. Spruce top, L-5 PREMIER—Same as L-5 but with cut-away 


beautifully figured maple back, rim and body. Available in Regular or Natural Finish. 
neck, rosewood fingerboard; Cremona 
. 9 TG-50 TENOR GUITAR—Carved top and back; 
brown finish with golden sunburst; large wee i" 
3 2 Grand Auditorium size body; ‘'f’ sound 
pearl inlays in fingerboard and peghead; : . 
holes; 4 string Tenor neck with 23” scale, 
top and back of body, fingerboard and a . 
: . p 19 frets; body joins neck at 14th fret; nickel 
peghead bound with alternating strips of ees : é 
. ects plated individual machine heads with white 
white and black celluloid; inlaid brown b fi b d bound. with- whit 
uttons; Tingerboar ound with white 
celluloid fingerrest decorated with etched o es i 
: : . ivoroid; round position dots; pickguard 
and colored designs; marquetry inlay in’ bound weitkwhtte i ‘4 ‘ 1 
ound with white ivoroid; spruce top; maple 
back; gold plated individual Kluson “Seal- 7 e P re 
a f De es dasa back and rim; mahogany neck; rosewood 
Fast” machine heads with imitation pearl ‘ 
2 ay fingerboard; chocolate brown with sunburst 
buttons; white bone nut; side position marks; . 
pat ; : . i shading on top. 
white end pin; specially designed bridge; 


Gibson Adjustable Truss Rod neck con- ES-350 PREMIER—Cut-away Deluxe Electric Spanish 
struction. guitar built for the professional who desires 


the finest. The cut-away body is designed for 

L-48—Arched top and back—same body size as me y 2 
, today’s style of playing, all 20 frets can be 
L-50 with mahogany body and neck; large . 7 
: ; eens reached with ease. Same general descrip- 
pearl inlays in fingerboard, modernistic ‘f . 
here tion as the ES-300, Beautiful figured curly 

sound holes; elevated fingerrest; individual 

: maple body and neck; golden sunburst finish 
machine heads. 
on top and back; shaded rim, neck and 


L-12—Carved top and back; 17” wide, 21” long; 


curly maple back, spruce top, northern maple 


peghead. Gold plated tailpiece and indi- 


vidual machine heads; new design elevated 


rim and neck, rosewood fingerboard; deep brown celluloid fingerrest bound with white 


brown mahogany finish with sunburst shad- ivoroid; 6 adjustable pole pieces with No. 


ing on top and back; bottom edge of body, 5 Alnico magnets. Tone balance can be 


fingerrest and fingerboard bound with white obtained on each string. 
ivoroid; white, black, white ivoroid binding 


around peghead and top edge of body; GIBSON, INC., KALAMAZOO, MICHIGAN 


PRINTED IN U.S & 


